
INT 401

FROSTED PRINTABLE

Durability: from 12 to 15 years fo rvertical application in 
central Europe.

Use: 
.

Maintenance after 30 days:

Storage:
kept away from excessive humidity and sun rays, at 
temperatures below 38°C.

Grey / White / Pink / Green / Blue

INTERNAL APPLICATION

PRINTABLE GLITTERY FROSTED

 Showroom: 36 rue Reaumur, 75003 Paris. 
 Siège social

  info@reflectiv.com -  www.reflectiv.com

Graphical 
Data Sheet

Application Method

as polycarbonate can cause air bubble problems. Therefore,

recommend to refer back to the application table.

Production and standards

comply with current standards.

................................................................PVC
..............................A 2 

..................................................80 microns
.............................................Inside

 ............................................min. + 5°C
 .................................................

........................................................5 years*

DIMENSIONS

INFORMATION

1,22 x 2,5 m
1,22x 5 m
1,22 x 10 m
1,22x 50 m

MATERIAL: 
ADHESIVE: 
LINER: 
THICKNESS: 

APPLICATION T°: 
FIRE RATING:
STANDARDS: 
WARRANTY: 

INT 402
Glittery White 

INT 403
Glittery Pink

INT 404
Glittery Green

INT 405
Glittery Blue

INT 401
Grey 

*for glazing not exposed to the sun

Application’s 
video

Application’s
 instructions
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